Technical Datasheet FBOX

Connected filter box

Use

Filtration system for rainwater potentially polluted by hydrocarbons. This compact and light device minimizes
construction time and extensive excavation work compared to a concrete pit solution. The F60Box enables
continuous drainage of rainwater from the retention area while capturing harmful hydrocarbons, thereby
mitigating the risk of soil pollution.

Design

Stainless steel filter housing pre-fitted with FILTRELEC range filters and a safety bypass.

Made in stainless steel 316 for an extended lifetime.

It comes equipped with 2 level switches that will be connected to your alarm and control system via a
shielded control cable (4x0.5).

When the volume of the transformer bund is sufficient, the FBOX can be installed inside the bund, to
minimize the on-site work.

If the transformer bund does not have sufficient capacity, the FBOX is installed outside the bund, directly
against its side wall to minimize the piping and interconnection works.
FBOX is equipped with a removable cover in case of external use outside the bund.

Tailor-made solutions to perfectly fit the existing pits.

Installation

The unit is pre-assembled and can be directly fixed to the concrete bund wall. The outlet pipe (40) can be
directly connected to the drain. Inlet pipe (30) is connected to the bund bottom. The level sensors have to be
connected to the customer's control panel.

Floor mounting is possible (upon request). Delivered with an instruction manual.

Pictures

Delivery time

Study within 1 to 2 weeks upon receipt of the order.
Manufacturing within 3 to 4 weeks upon drawings approval. (Excluding holiday periods)
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