
FILTRELEC FBOX®

Connected rainwater treatment 
device for HVA/HVB Transformers



This compact and lightweight Integrated rainwater filtration
system for transformers pit allows to:
- Minimise site work duration earthworks,
- Optimise maintenance operations.

Developed jointly with ENEDIS.

An innovative design

Continuously evacuate rainwater from retention areas
Capture traces of hydrocarbons
Block any fluid outflow in the event of a sudden hydrocarbon spill.

Functionalities

Stainless steel filter box fitted with a pre-filter, filters from the 
FILTRELEC F15® range and a safety by-pass.
Equipped with 2 floating sensors that shall be connected to your 
alarm and control system.

Design



Compact and lightweight system for easy 
installation
The FBOX connected filter system can be installed inside the 
transformer pit as long as the volume is sufficient, or outside, 
directly against the wall. This minimises installation and connection 
work.

Benefits

In normal operation, 
only the 2 filter 
cartridges in the lower 
stage are used.

In the event of 
exceptional rainfall, 
the 2nd filtration 
stage is activated.
The 1st stage alarm is 
temporarily triggered.

Optimised maintenance operations
Its 2 filtration stages and sensors provide real-time information on the need for maintenance.

When the cartridges 
in the 1st stage 
are saturated, the 
level rises and the 
hydrocarbon polluted 
rainwater is directed 
to the upper level.
The 1st level 
alarm is triggered 
continuously to warn 
the maintenance 
teams of the need for 
intervention.

If the second filtration 
stage becomes 
saturated with 
oil or is unable to 
evacuate exceptional 
precipitation, the 
safety overflow is 
activated.
The 2nd sensor 
detects a very high 
level. 
Maintenance teams 
then must intervene 
urgently on the 
FILTRELEC FBOX.



Service
Design: our experienced staff can offer recommendations 
to come up with the appropriate technical and economical 
solution based on the customer requirement.

Manufacturing: quality control.

On-site installation: our experienced staff for the most 
complex applications.
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